
TAMMS SPRAY MORTAR
One Component, Sprayable Repair Mortar

The Euclid Chemical Company
19218 Redwood Rd. • Cleveland, OH 44110 
Phone: [216] 531-9222 • Toll-free: [800] 321-7628 • Fax: [216] 531-9596
www.euclidchemical.com

Description
TAMMS SPRAY MORTAR is a one component repair mortar applied by low pressure spray or hand trowel for 
concrete repairs. TAMMS SPRAY MORTAR is a proprietary formulation of portland cement, graded aggregates, 
unique fibers, and chemical additives used to increase adhesion, strength, and sprayability.

Primary Applications
•  �Vertical and overhead concrete repair
•  �Interior and exterior use
•  �Bridge, parking garages, and tunnels

•  �Manholes, pipelines, dams and other waste 
water structures

•  Compatible with Galvanic Anodes

Features/Benefits
•  �Low pressure spray or trowel applied
•  �30 minute working time
•  �One component, fiber reinforced
•  �Silica fume enhanced

•  �3/8 inch to 2.0 inch applications
•  �Contains migratory corrosion inhibitor
•  �Freeze-thaw resistant

 Can contribute to LEED points
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Packaging
TAMMS SPRAY MORTOR is packaged in 50 lb (22.7 kg) poly-lined bags.

Shelf Life
1 year in original, unopened package.

Coverage/Yield
One 50 lb (22.7 kg) bag yields approximately 0.45 ft³ (.012 m³).

Technical Information
Material Properties at 75°F (24°C)
Set Time, ASTM C 266, Gilmore
Initial Set, approx. hrs.........................................1
Final Set, approx. hrs..........................................2
Compressive Strength, psi (MPa)  ASTM C 109
1 Day...................................................3,200 (22.0)
7 Days.................................................6,200 (42.7)
28 Days...............................................8,500 (58.6)
Flexural Strength, psi (MPa) ASTM C 78
7 Days.................................................1,500 (10.3)
28 Days...............................................1,650 (11.4)

Shear Bond Strength, psi (MPa) ASTM C 882
28 Days...............................................3,250 (22.4)
Splitting Tensile Strength, psi (MPa) ASTM C 496
7 Days......................................................480 (3.3)
28 Days....................................................660 (4.5)
Freeze Thaw Resistance, ASTM C 666)
300 cycles...............................................96% RDF
Chloride Permeability, 
ASTM C 1202....................................1050 coulombs

Values presented are typical and not necessarily referenced to create specifications.

Directions for Use
Surface Preparation: Surface must be structurally sound, clean, and free of loose or deteriorated concrete, 
dust, dirt, and other contaminants (See ICRI Guideline 03730 for surface preparation procedures). For best 
results, edges of area to be patched should be vertical, chipped or steep angle cut to a minimum depth of 3/8 
inch. Clean all exposed reinforcing steel and prime with DURALPREP AC. If substrate is not absorptive, abrade 
as necessary to obtain proper profile for good adhesion. Flush area with clean water to remove all dust and 
dampen the concrete. Wipe off any excess water or puddles prior to placement of product. The surface should 
be saturated surface dry (SSD) during placement of product.

Mixing: TAMMS SPRAY MORTAR will require approximately 3.0 to 3.5 qts (2.8 to 3.3 L) of potable water per 
50 lb bag (22.7 kg) to achieve the proper mix consistency. Pour the measured amount of water into a clean 
mixing container, then add the measured amount of TAMMS SPRAY MORTAR, and mechanically mix for 3 to 4 
minutes. 

 

412-681-8955 



WARRANTY: The Euclid Chemical Company (“Euclid”) solely and expressly warrants that its products shall be free from defects in materials and workmanship for one (1) year from the date of purchase. Unless authorized 
in writing by an officer of Euclid, no other representations or statements made by Euclid or its representatives, in writing or orally, shall alter this warranty. EUCLID MAKES NO WARRANTIES, IMPLIED OR OTHERWISE,  
AS TO THE MERCHANTABILITY OR FITNESS FOR ORDINARY OR PARTICULAR PURPOSES OF ITS PRODUCTS AND EXCLUDES THE SAME. If any Euclid product fails to conform with this warranty, Euclid will replace the 
product at no cost to Buyer. Replacement of any product shall be the sole and exclusive remedy available and buyer shall have no claim for incidental or consequential damages. Any warranty claim must be made within 
one (1) year from the date of the claimed breach. Euclid does not authorize anyone on its behalf to make any written or oral statements which in any way alter Euclid’s installation information or instructions in its product 
literature or on its packaging labels. Any installation of Euclid products which fails to conform with such installation information or instructions shall void this warranty. Product demonstrations, if any, are done for illustrative 
purposes only and do not constitute a warranty or warranty alteration of any kind. Buyer shall be solely responsible for determining the suitability of Euclid’s products for the Buyer’s intended purposes.

Application:  TAMMS SPRAY MORTAR may be applied using low-pressure spray equipment commonly used 
for plastering. It is always recommended to use spray equipment for larger repairs. Succeeding lifts may be 
placed after material reaches initial set.

Clean-Up
Clean application tools and mixing equipment with water immediately following use.

Precautions/Limitations
•	Protect from moisture.
•	Protect repair from direct sunlight, wind, and other conditions that could cause rapid drying. 
•	Minimum ambient and surface temperature should be 40°F (4°C) and rising at the time of application. 
•	Curing according to ACI guidelines is required for optimum performance and durability.
• In all cases, consult the Material Safety Data Sheet before use.
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